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* LONGER LIFE

zx MORE STARTS

Introducing the all new Century Marathoner Max, the superior heavy duty, maintenance-free battery

designed for longer lasting journeys. The high cycle endurance and improved recharging ability gives the
battery a longer life. The battery comes with a tropicalized plate coupled with an optimum acid to material
ratio, new DENXITA paste formula and anti-sulfation enriched electrolyte to provide an even more reliable

performance. Century Marathoner Max, two times the life cycle, two times the start to last even longer.
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*Tested Internally Against Japanese Industrial Standards ﬁ centurybattery.com.my
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SPECIFICATIONS MAINTENANCE FREE BATTERIES

Total | Terminal Terminal
S/Z E Rating RC | AH | CCA | Length | Width | Height | Height Type Layout
NS40ZL 46B20L 58 | 38 | 350 196 128 199 219 SMALL B
NS60LS 55B24LS | 80 | 45 | 420 236 128 200 221 STD
NS60S 55B24RS | 80 | 45 | 420 236 128 200 221 STD A
NS60 55B24R | 80 | 45 | 420 236 128 200 221 SMALL A
NS60L 55B24L 80 | 45 | 420 236 128 200 221 SMALL B
75D23L 75D23L | 120 | 70 | 610 233 173 201 222 STD B
NS70 90D26R | 125 | 72 | 620 259 173 ploy 223 STD A
NS70L 90D26L | 125 | 72 | 620 259 173 ploy 223 STD B
NX120-7 105D31R | 155 | 85 | 700 304 173 202 223 STD A
NX120-7L 105D31L | 155 | 85 | 700 304 173 202 223 STD B
DINS5L DIN55L | 103 | 62 | 550 242 175 175 175 STD B
DIN55R DIN55R | 103 | 62 | 550 242 175 175 175 STD A
DING66L DIN66L | 130 | 66 | 680 277 175 175 175 STD B
DIN88L DIN88L | 190 | 110 | 810 351 175 175 175 STD B
DINTOOL DINTOOL | 208 | 115 | 900 351 175 190 190 STD B
N100 N100 203 | 100 | 800 400 175 208 227 STD A
N120 N120 279 (140 | 900 502 180 208 227 STD C
N150 N150 300 | 150 | 1000 | 505 219 208 227 STD (of
N200 N200 450 205 1206 524 277 219 238 STD ©
EFB (FOR START-STOP VEHICLE)
M42 60B20L 80 | 45 | 500 196 127 200 220 SMALL B
Q85 110D23L | 149 | 75 | 700 | 230 l 172 200 | 220 STD ' B
TERMINAL LAYOUT TERMINAL TYPE
STANDARD
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OTOLITE BATTERY SDN. BHD. 195901000215(3564-T)
13, Jalan Jurutera U1/23, Hicom Glenmarie Industrial Park,
40150 Shah Alam, Selangor Darul Ehsan, Malaysia.

For more info, please call:

1800 22 3688

Operating Hour: Monday - Friday (8.30am - 5.00pm),
closed on Public / Selangor State Holiday.

ﬁ centurybattery.com.my f centurybatterymalaysia

Updated in September 2021



